
High Resolution Color Dome Camera

CVC646HR

Specifications

Resolution ...............................................550 lines
Illumination.............................................0.5 lux
Format.....................................................1/4” format CCD sensor 768(H) x 474(V)
Lens .........................................................3.6mm lens
Electronic Shutter ...................................60-100,000m sec., 256 steps
Output.....................................................Video output/BNC
S/N Ration...............................................Better than 50db
Sync System............................................Internal Sync.
Consumption Current .............................130 mA
Gamma Correction..................................0.45
Operating Temperature...........................4˚F to 131˚F / 30 to 90% RH
Power Requirements ...............................Reg. 12V DC power supply (UL & CSA listed) included
Dimensions..............................................4” Dia. x 2.5” H
Weight.....................................................10.5 oz.

Specifications subject to change

For more information contact us at:
Speco Technologies 200 New Highway, Amityville, NY 11701Web: www.specotech.com

Toll Free: 1-800-645-5516 In Metro NY: 631-957-8700 Fax: 631-957-9142 or 631-957-3880

The high-resolution, low light sensitive CVC646HR color dome camera will handle your most

challenging security requirements. The CVC646HR provides excellent picture quality even under

the most demanding lighting conditions. When ceiling mounted the CVC646HR is fully

adjustable both horizontally and vertically. It features a 1/4” format CCD sensor with a 3.6mm

lens which is suitable for most applications. The video output features a BNC fitting for

secure connections.


